
Factory site: 666 Xiangfu Road, 
Hangzhou, Zhejiang, China (311305)

ZHEJIANG HANGCHA IMP. & EXP. CO., LTD.

sales@hcforklift.com
www.hcforklift.com

Tel: +86-571-88926735  88926755
Fax: +86-571-88926789  88132890 

HANGCHA trucks conform 
to the European Safety 
Requirements.ISO9001:2015ISO14001:2015

HANGCHA GROUP CO., LTD. reserves the right to make any changes without notice concerning colors, 
equipment, or specifications detailed in this brochure, or to discontinue individual models. The colors of 
trucks, delivered may differ slightly from those in brochures.
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XC SERIES REACH TRUCK 
WITH LITHIUM POWER 
with capacity of 1,400 to 2,500kg



MAXIMUM TRAVELLING SPEED

14km/h
MAXIMUM LOAD CAPACITY

2,500kg
MAXIMUM LIFT HEIGHT

13,000mm

MAXIMUM LIFTING SPEED

0.81m/s
HIGH RESIDUAL CAPACITY

6,500mm

XC SERIES REACH TRUCK WITH LITHIUM POWER 

A new 
dimension of 
performance

The XC series reach truck with lithium power fully utilize the advantages of lithium battery and achieve disruptive 
innovations in vehicle structure, functional configuration, performance parameters, ergonomics, and operating vision.
We cater for a wide range of applications whilst ensuring optimum energy efficiency. Regardless of your special 
requirements – whether confined spaces or lifting height reaches 13m, load capacity of up to 2,500 kg or individual 
customisation with various options – we have the truck you need.
Compact size of the lithium battery pack and breaking through the traditional structure design, makes the truck style 
more novel and more efficient.
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BEING ENVIRONMENTALLY 
FRIENDLY, EFFICIENT AND 
DURABLE
/

/

CATL lithium battery is standard for all series, adopting 80V voltage system which 
can provides fast charging and long service life and less energy loss. 
The special-shaped lithium battery pack design provides a large operating space 
in the cab and a broad view. 

Note:  Std. 80V/250Ah, Work time > 6h;  
            Opt. 80V/404Ah, Work time >10h

Charging port Battery removal 

Working time 10h>

Fast charging time 2h≤
Lithium battery capacity

1.4 t
1.6 t
1.8 t
2.0 t
2.5 t

80V/250Ah

80V/404Ah

Std.

Opt.



Thanks to the special-shaped design of the battery pack and the breakthrough in the 
body structure, which can provide a wider view.

The compact mast 
design enables operator 
have a wider view around 
the outside of the mast.

The middle cylinder is 
arranged eccentrically to 
enable the driver to have 
a wider view around the 
inside of the mast.

The improved mast structure and piping 
arrangement enables a broader vision for 
stacking operations

The hydraulic tubing and the wires are on both sides of 
the mast, overlapping with the chain, making full use of 
the space and reducing the line of sight.
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With fewer exposed fasteners of the inside covers, the interior 
is compact and stylish.

A NOVEL 
PROFILE STYLE 
AND COMPACT 
INTERIOR DESIGN



EXCELLENT 
ERGONOMIC 
DESIGN

Control with a fingertip switch

Steering wheel position can also be adjusted

Integral suspended seat

The pedal height can be adjusted electrically

Dashboard angle adjustment












